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Our HISTORY, the basis for our FUTURE.

DESIGNED AND MANUFACTURED IN ITALY

Movex® is a dynamic and flexible business reality that 
have been active in the industrial production for over ten 
years and is reaching market leadership as a reliable and 
precise supplier, planning the future without losing sight 
of its history and its values.

In the headquarters Movex® designs and manufactures 
high quality components for the beverage, packaging, food, 
logistics, automotive and automation industries.

Movex® meets your needs for standard and custom made 
products in a dynamic and responsive way, ensuring the 
best performance to satisfy our customers requirements.

A top service level is the goal of a qualified Engineering 
and Sales team with the objective of presenting Movex® 
as a supplier of excellence to all clients.
Through a distribution/network which spans the globe, 
Movex® o�ers technical support and a careful after-sales 
service, always at your disposal.

ABOUT US

>200
EMPLOYEES AROUND

THE WORLD

>6.000
SATISFIED CUSTOMERS

>30%
ANNUAL GROWTH RATE

Reference year 2021



Creating value through development of ideas, 
supporting our partners with professionalism 
flexibility and e�ectiveness.

Reaching market leadership as a reliable and 
precise supplier. Planning the future without 
losing sight of our history and the values that 
allow our growth.

DESIGNED AND MANUFACTURED IN ITALY

<24 h
TIME FOR PROCESSING

YOUR REQUESTS

>35.000
PRODUCTS AVAILABLE

>12.000
NEW ARTICLE NUMBERS

Compared to the previous
catalog version

ABOUT PRODUCTS

Headquarters
Viale Industria, 22

Castelli calepio (BG) - ITALY

MISSION

VISION

www.movexii.com

Download it free!

Follow us

Website

Movex App

Social media

Movex
World
Three simple
ways to keep
in touch.

Consult our catalogs and stay 
updated on our latest news.

The easiest way to keep up to 
date on our events, projects.

News, curiosity and info about 
us and our products.

Logistics center
Via della Repubblica 21/E
Castelli calepio (BG) - ITALY

https://www.movexii.com
https://www.facebook.com/MovexSPA
https://www.linkedin.com/company/movex-industrial-innovations/
https://www.instagram.com/movexspa/
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By using SYNERGIA, your company will have the chance to work with 
a professional team of experts, specialized in conveyor components, 
able to help you from remote desktop or directly on site.

•  ENGINEER  •  MECHANIC •  TECHNICIAN  •  WELDER

Why choose us?
TELL US HOW WE CAN HELP.

With SYNERGIA service you can easy identify the line conditions and 
determine an optimized replacement schedule. 

•  PLAN INTERVENTION ACTIONS  •  CORRECT REPLACEMENT PARTS
•  ELIMINATE UNEXPECTED DOWNTIMES  •  SAVE ON TOTAL COST

Full lifecycle product support
ENJOY PEACE OF MIND WITH A PREVENTIVE ACTION.

Frequently, replacement of conveyor components are only executed 
when line performances starts decreasing, causing severe downtimes 
and loss of efficiency.

While you stay focused on your priorities, we will collect data and make  
an ideal plan to keep your line 100% efficient.

Line survey, analysis and monitoring
THE ADVANTAGE OF BEING ALWAYS ON THE BALL.

CONTACT US AND CHOOSE YOUR SYNERGIA PLAN
THAT BEST SUITS YOUR NEEDS.

Priority service is optional,
available on request

 +39 035 8359711
synergia@movexii.com

Tailor-made support
for your business.

TECHNICAL
SUPPORT

DATA
COLLECTION

FAST
ASSISTANCE

CONSULTING
SERVICE

Request a free quotation!

Products in stock are available to ship
within 24 Hours of the receipt of order.

Priority service
Even faster and responsive,

when you need it.

>10.000 ARTICLES NUMBER
READY TO DELIVERY

mailto:synergia%40movexii.com?subject=Synergia%20corporate%20service
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Material 
Info:

pg. 662->665
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
815

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Surface finish
µm

Surface Flatness
mm

Polished
Hinge eyes

Max working
load (N)

Plate Thickness
mm

SSM Max Speed - Hardened pins

10010302 SSM 815 K325 82,5 2,55 0,2 0,08 YES
6000 3,1

10010303 SSM 815 K330 83,8 2,59 0,2 0,08 YES
A 

(m
m

)
3.

1

9.
8

6.
6

42.1 38.1

1.5

R150

Ø6.35

Improved
working load

Optimum plate
& hinge flatness

Max Speed High Performance

Minimum
possible gap

Link with
improved
chamfer

Hardened pins
Calibrated pin

and hinge

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette815

78-79-93/10880 links

10 feet
3.048 m

pg. 662->665

Total quality control

Polished hinges

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 150 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl

78-79-93/10878-79-93/10880 links80 links

10 feet
3.048 m

10 feet
3.048 m

78-79-93/10880 links

10 feet
3.048 m

pg. 662->665pg. 662->665pg. 662->665

A 
(m

m
)

3.
1

9.
8

6.
6

42.1 38.1

1.5

R150

Ø6.35

812/815

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Surface finish
µm

Surface Flatness
mm

Polished
Hinge eyes

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10010216 SS 812 K300 76,2 2,50 0,5 0,15 NO

5400 3,1

10010202 SS 812 K325 82,5 2,55 0,5 0,15 NO

10010203 SS 812 K330 83,8 2,59 0,5 0,15 NO

10010204 SS 812 K350 88,9 2,69 0,5 0,15 NO

10010214 SS 812 K400 101,6 3,00 0,5 0,15 NO

10010205 SS 812 K450 114,3 3,25 0,5 0,20 NO

10010206 SS 812 K600 152,4 4,15 0,5 0,30 NO

10010207 SS 812 K750 190,5 5,05 0,5 0,30 NO

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10010102 SSE 815 K325 82,5 2,55 0,3 0,10 YES

6000 3,1

10010103 SSE 815 K330 83,8 2,59 0,3 0,10 YES

10010104 SSE 815 K350 88,9 2,69 0,3 0,15 NO

10010114 SSE 815 K400 101,6 3,00 0,3 0,15 NO

10010105 SSE 815 K450 114,3 3,25 0,3 0,20 NO

10010106 SSE 815 K600 152,4 4,15 0,3 0,30 NO

10010107 SSE 815 K750 190,5 5,05 0,3 0,30 NO

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10010402 SSA 815 K325 82,5 2,55 0,5 0,15 NO

5300 3,1

10010403 SSA 815 K330 83,8 2,59 0,5 0,15 NO

10010404 SSA 815 K350 88,9 2,69 0,5 0,15 NO

10010405 SSA 815 K450 114,3 3,25 0,5 0,20 NO

10010406 SSA 815 K600 152,4 4,15 0,5 0,30 NO

10010407 SSA 815 K750 190,5 5,05 0,5 0,30 NO

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette812/815

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 150 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
812 GT/815 GT

Article-Nr. Ref. A (Plate Width)
mm

B (Rubber Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10020202 SS 812 GT K325 82,5 75 2,80 5400 Plate  3,1   Rubber  3

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10020102 SSE 815 GT K325 82,5 75 2,80

6000
Plate  3,1
Rubber  3

10020105 SSE 815 GT K450 114,3 107 3,55

10020107 SSE 815 GT K750 190,5 140 5,55

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette812 GT/815 GT

78-79-93/10880 links

10 feet
3.048 m

pg. 662->665

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 120 mm

9.
8

6.
6

R120

Ø6.35

3
3.

1

1.6

38.142.5

A 
(m

m
)

B 
(m

m
)
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
815 TAB GT

56.2
43 38.1

12
.7

16
.3

3
3.

1

9.
8

6.
6

1.6

R120

Ø6.35

A 
(m

m
)

75

78-79-93/10880 links

10 feet
3.048 m

pg. 662->665

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette815 TAB GT

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10200102 SSE 815 TAB GT K325 82,5 3,40 6000 Plate  3,1   Rubber  3

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 120 mm

TAB SYSTEM
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
815 MINI-815 MINI GT

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette

815 MINI

815 MINI GT

pg. 9680 links

10 feet
3.048 m

pg. 662->665

pg. 9680 links

10 feet
3.048 m

pg. 662->665

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10210117 SSE 815 K125 31,75 1,07
3000 3,1

10210118 SSE 815 K175 44,45 1,35
A

(m
m

)

6.
63.
1

2.8

Ø6.35

9.
8

R75

38.121.7

6.
6

2.8

Ø6.35

9.
8

R75

38.121.7

2.
5

3.
1

31
.75

31
.3

Pins: Martensitic 1.4057  |  Backflex radius min.: 75 mm

Pins: Martensitic 1.4057  |  Backflex radius min.: 75 mm

Delivery: Easy Standard

Delivery: Easy Standard

Article-Nr. Ref. A (Plate Width)
mm

B (Rubber Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10230117 SSE 815 GT K125 31,75 31,3 1,20 4000 Plate  3,1   Rubber  2,5
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
802/805

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10030207 SS 802 K750 190,5 5,80 0,6 7000 3,1

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10030107 SSE 805 K750 190,5 5,80 0,3 9000 3,1

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10030407 SSA 805 K750 190,5 5,80 0,6 8700 3,1

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette802/805

pg. 82-94/10980 links

10 feet
3.048 m

pg. 662->665

9.
8

Ø6.35

R150

1.6

A 
(m

m
)

3.
1

6.
6

80.5 38.1

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 150 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
802 GT/805 GT

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10040207 SS 802 GT K750 190,5 6,20 7000 Plate  3,1   Rubber  3

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10040107 SSE 805 GT K750 190,5 6,20 9000 Plate  3,1   Rubber  3

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette802 GT/805 GT

pg. 82-94/10980 links

10 feet
3.048 m

pg. 662->665

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 130 mm

R130

1.6

9.
8 6.
6

80.5 38.1 Ø6.35

3
3.

1
A 

(m
m

)

14
0
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8157-8157 GT

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate Thikness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10050107 SSE 8157 K750 190,5 5,60 0,3 7000 3,1

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette8157

pg. 83-93/11080 links

10 feet
3.048 m

pg. 662->665

6.
6

R130

1.6

3.
1

9.
8

57 38.1 Ø6.35

A 
(m

m
)

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 130 mm

1.6

9.
8

6.
6

R130

57
60

Ø6.35

3
3.

1

38.1

A 
(m

m
)

14
0

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10060107 SSE 8157 GT K750 190,5 6,00 10000 Plate  3,1   Rubber  3

Catena rettilinea
Straight running chain / Geradegängige Schanierbandkette8157 GT

pg. 83-93/11080 links

10 feet
3.048 m

pg. 662->665

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 130 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
512

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10070100 SSE 512 K217 55,1 2,30 0,3

5000 3,1

10070101 SSE 512 K236 59,9 2,40 0,3

10070108 SSE 512 K250 63,5 2,45 0,3

10070109 SSE 512 K283 71,9 2,65 0,3

10070102 SSE 512 K325 82,5 2,90 0,3

10070104 SSE 512 K350 88,9 3,00 0,3

10070114 SSE 512 K400 101,6 3,30 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10070400 SSA 512 K217 55,1 2,30 0,3

4500 3,1

10070401 SSA 512 K236 59,9 2,40 0,3

10070408 SSA 512 K250 63,5 2,45 0,3

10070409 SSA 512 K283 71,9 2,65 0,3

10070414 SSA 512 K400 101,6 3,30 0,3

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette512

pg. 92-95120 links

10 feet
3.048 m

pg. 662->665

A 
(m

m
)

3.
1

9.
8

6.
6

1.6

R80

Ø6.3542.3 25.4

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
881 M

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
µm

Surface Flatness
mm

Polished
Hinge eyes

Max working 
load (N)

Plate Thickness
mm

SSM Max Speed - Hardened pins

10080302 SSM 881 MO K325 82,5 500 2,55 0,2 0,08 YES
6000 3,1

10080303 SSM 881 MO K330 83,8 500 2,59 0,2 0,08 YES

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette881 M

pg. 115->13080 links

10 feet
3.048 m

pg. 662->665

A 
(m

m
)

45

R
 (m

m
)

13
.5 6.
6

9.
8

3.
1

42.2

R
80

Ø6.3538.1

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm

MAGNETIC SYSTEM

Improved
working load

Optimum plate
& hinge flatness

Minimum
possible gap

Link with
improved
chamfer Total quality control

Hardened pins
Calibrated pin

and hinge
Polished hinges

Max Speed High Performance

pg. 78->81-93/108-110
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
881 M

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
µm

Surface Flatness
mm

Polished
Hinge eyes

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10080202 SS 881 MO K325 82,5 500 2,55 0,5 0,15 YES

5400 3,1
10080203 SS 881 MO K330 83,8 500 2,59 0,5 0,15 YES

10080205 SS 881 MO K450 114,3 500 3,10 0,5 0,20 YES

10080207 SS 881 MO K750 190,5 500 4,85 0,5 0,30 YES

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10080102 SSE 881 MO K325 82,5 500 2,55 0,3 0,10 YES

6000 3,1
10080103 SSE 881 MO K330 83,8 500 2,59 0,3 0,10 YES

10080105 SSE 881 MO K450 114,3 500 3,10 0,3 0,20 YES

10080107 SSE 881 MO K750 190,5 500 4,85 0,3 0,30 YES

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette881 M

pg. 78->81-93/108-110 pg. 115->13080 links

10 feet
3.048 m

pg. 662->665

A 
(m

m
)

45

R
 (m

m
)

13
.5 6.
6

9.
8

3.
1

42.2

R
80

Ø6.3538.1

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm

MAGNETIC SYSTEM
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
881 M GT

pg. 78->81-93/108-110 pg. 115->13080 links

10 feet
3.048 m

pg. 662->665MAGNETIC SYSTEM

Article-Nr. Ref. A (Plate Width)
mm

B (Plate Width)
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10090102 SSE 881 M GT K325 82,5 57 2,80
6000

Plate  3,1
Rubber  310090107 SSE 881 M GT K750 190,5 140 5,00

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette881 M GT

R
50

0

3
3.

1

45
42.2

38.1

6.
6

9.
8

R80

Ø6.35

A 
(m

m
)

B 
(m

m
)

Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mmDelivery: Easy Standard
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
881 TAB

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10100202 SS 881 TAB K325 82,5 457 3,00 0,3 5400 3,1

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10100102 SSE 881 TAB K325 82,5 457 3,00 0,3

6000 3,110100105 SSE 881 TAB K450 114,3 500 3,69 0,3

10100107 SSE 881 TAB K750 190,5 500 5,50 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10100402 SSA 881 TAB K325 82,5 457 3,00 0,3

4500 3,110100405 SSA 881 TAB K450 114,3 500 3,69 0,3

10100407 SSA 881 TAB K750 190,5 500 5,50 0,3

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette881 TAB

pg. 80-81/110 pg. 163/17580 links

10 feet
3.048 m

pg. 662->665

43

6.
6

16
.3

R
80

Ø6.35

R
 (m

m
)A 

(m
m

)

3.
1

70
56.2 38.1

45

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm

TAB SYSTEM



Ca
te

ne
 in

 a
cc

ia
io

 /
 S

te
el

 c
ha

in
s 

/ 
Sc

ha
rn

ie
rb

an
dk

et
te

n 
au

s 
Ed

el
st

ah
l

21

Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
881 B

11
.2

R
60

Ø6.3538.1

R
 (m

m
)A 

(m
m

)
6.

6

3.
1

43
41.5

41.3

43

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10120102 SSE 881 K325 82,5 457 2,95 0,3

6000 3,1
10120104 SSE 881 K350 88,9 500 3,00 0,3

10120105 SSE 881 K450 114,3 500 3,65 0,3

10120107 SSE 881 K750 190,5 500 5,45 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10120402 SSA 881 K325 82,5 457 2,95 0,3

4500 3,110120405 SSA 881 K450 114,3 500 3,65 0,3

10120407 SSA 881 K750 190,5 500 5,45 0,3

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette881 B

pg. 80-81/110 pg. 17480 links

10 feet
3.048 m

pg. 662->665

Pins: Martensitic 1.4057  |  Backflex radius min.: 60 mm

BEVEL SYSTEM
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8811 TAB

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10140202 SS 8811 TAB K325 82,5 500 2,95 0,3

5400 3,1
10140203 SS 8811 TAB K330 83,8 500 3,05 0,3

10140205 SS 8811 TAB K450 114,3 610 3,65 0,3

10140207 SS 8811 TAB K750 190,5 610 5,45 0,3

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10140102 SSE 8811 TAB K325 82,5 500 2,95 0,3

6000 3,1

10140103 SSE 8811 TAB K330 83,8 500 3,05 0,3

10140104 SSE 8811 TAB K350 88,9 500 3,15 0,3

10140105 SSE 8811 TAB K450 114,3 500 3,65 0,3

10140107 SSE 8811 TAB K750 190,5 500 5,45 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10140402 SSA 8811 TAB K325 82,5 500 2,95 0,3

4500 3,1
10140403 SSA 8811 TAB K330 83,8 500 3,05 0,3

10140405 SSA 8811 TAB K450 114,3 500 3,65 0,3

10140407 SSA 8811 TAB K750 190,5 500 5,45 0,3

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8811 TAB

pg. 80-81/110 pg. 163/17580 links

10 feet
3.048 m

pg. 662->665

R
 (m

m
)A 

(m
m

)

16
.3

R
70

Ø6.3538.1

6.
6

3.
1

70
56.2

45

43

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 70 mm

TAB SYSTEM
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8811 R TAB-8811 TAB GT

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8811 TAB GT

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8811 R TAB

Article-Nr. Ref. A (Plate Width)
mm

B (Plate Width)
mm

R
mm

Weight
kg/m

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10150102 SSE 8811 TAB GT K325 82,5 75 500 3,20
6000

Plate  3,1
Rubber  310150107 SSE 8811 TAB GT K750 190,5 140 610 5,70

pg. 80-81/110 pg. 163/17580 links

10 feet
3.048 m

pg. 662->665

pg. 80-81/110 pg. 163/17580 links

10 feet
3.048 m

pg. 662->665

R
 (m

m
)

16
.3

12
.7

3
3.

1

43 38.1

56.2
70

6.
6

R80

Ø6.35

A 
(m

m
)

B 
(m

m
)

Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm

Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm

TAB SYSTEM

SMALL RADIUSTAB SYSTEM

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate Thickness
mm

SS Ferritic Stainless Steel (1.4016)

10240202 SS 8811R TAB K325 82,5 200 2,78 0,3 5400 3,1

R
 (m

m
)A 

(m
m

)

16
.3

R
70

Ø6.3538.1

6.
6

3.
1

70
56.2

45

43
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8811 B

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10160102 SSE 8811 K325 82,5 500 2,90 0,3

6000 3,1
10160104 SSE 8811 K350 88,9 500 3,15 0,3

10160105 SSE 8811 K450 114,3 500 3,60 0,3

10160107 SSE 8811 K750 190,5 500 5,40 0,3

SSA Austenitic Stainless Steel (AISI 304) - Austenitic pin

10160402 SSA 8811 K325 82,5 500 2,90 0,3

4500 3,1
10160404 SSA 8811 K350 88,9 500 3,15 0,3

10160405 SSA 8811 K450 114,3 500 3,60 0,3

10160407 SSA 8811 K750 190,5 500 5,40 0,3

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8811 B

A 
(m

m
)

R
 (m

m
)

3.
1

6.
6

11
.241.3

43

R
80

Ø6.3541.5
38.1

43

pg. 80-81/110 pg. 17480 links

10 feet
3.048 m

pg. 662->665

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm

BEVEL SYSTEM
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
8857 M-8857 M GT

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8857 M GT

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate/Rubber Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10190107 SSE 8857 M GT K750 190,5 750 5,70 0,3 10000 Plate  3,1   Rubber  3

pg. 83-93/11080 links

10 feet
3.048 m

pg. 662->665pg. 131->136

R 
(m

m
)

R70

6.
6

9.
8

57
38.1

60

Ø6.35

3
3.

1
A 

(m
m

)

14
0

Pins: Martensitic 1.4057  |  Backflex radius min.: 70 mmDelivery: Easy Standard

MAGNETIC SYSTEM

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate Thickness
mm

SSE Specially treated Ferritic Stainless Steel (1.4589) - Hardened pins

10180107 SSE 8857 M K750 190,5 750 5,30 0,3 7000 3,1

R
 (m

m
) 

R
80

A 
(m

m
)

3.
1

9.
8

60
57 38.1

57
6.

6

Ø6.35

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette8857 M

pg. 83-93/11080 links

10 feet
3.048 m

pg. 662->665pg. 132->134

Delivery: Easy Standard Pins: Martensitic 1.4057  |  Backflex radius min.: 80 mm

MAGNETIC SYSTEM
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Catene in acciaio / Steel chains / Scharnierbandketten aus Edelstahl
1874 TAB

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Surface finish
µm

Max working
load (N)

Plate Thickness
mm

SSA Austenitic Stainless Steel (AISI 304)

10220202 SS 1874 TAB K325 82,5 381 4,20 0,5

4500 3,1
10220205 SS 1874 TAB K450 114,3 381 4,80 0,5

10220206 SS 1874 TAB K600 152,4 457 5,70 0,5

10220207 SS 1874 TAB K750 190,5 610 6,40 0,5

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette1874 TAB

pg. 167/17680 links

10 feet
3.048 m

pg. 662->665

ASA 60
Standard on 

market

SPROCKET

A 
(m

m
)

19.0519.05

R
m

in

56.5
35

31.8

213.
1

23
.8

19
12

.7

14
.7

R250

Ø5.1

Ø11.9

Standard lenght roller chain: 160 Pitches

Backflex radius min.: 250 mmDelivery: Easy Standard

TAB SYSTEM
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821 LBP

Pag 36

820

Pag 29/30

1873 GT

Pag 57

820 Plastic pin

Pag 31

880 TAB Plastic pin

Pag 48

CC 600 D

Pag 69

880 TAB

Pag 46

8257

Pag 37

882 M

Pag 50

882 TAB GT

Pag 54

8257 GT

Pag 38

882 M GT

Pag 51

882 TAB

Pag 53

882 M LBP

Pag 52

8257 LBP

Pag 39

878 TAB

Pag 40

878 GRIPPER GS1

Pag 64

878 GRIPPER GS2

Pag 64

878 GRIPPER GS4

Pag 64

879 TAB

Pag 42

879 M

Pag 41

820 V

Pag 31

1873 GRIPPER GS1

Pag 58

1873 GRIPPER GS2

Pag 59

1873 GRIPPER GS4

Pag 60

828

Pag 32

888 TAB

Pag 43

888  TAB GT

Pag 44

880 M

Pag 45

831

Pag 33

CC 600 TAB

Pag 68

CC 600 D TAB

Pag 69

1873 D-SHAPE

Pag 61

821

Pag 34

880 V TAB

Pag 47

821 GT

Pag 35

880 B

Pag 49

880 TAB BO

Pag 48

1873

Pag 56

1843

Pag 65

SP 1883

Pag 66

SP 1883 GT

Pag 67

CC 600

Pag 68

2
7

1873 MX1

Pag 62

1873 MX2

Pag 63

CC 1400

Pag 70

CC 1400 TAB

Pag 70

882 TAB LBP

Pag 55

Material 
Info:

pg. 651->661
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m
1706

Pag 73

1706 TAB

Pag 73

1701 TAB OPF

Pag 72

1701 TAB OP 

Pag 71

63 MF

Pag 75

83 MF

Pag 75

103 MF

Pag 75

83 M

Pag 76

140 M

Pag 76

Pag 75

43 MF765 NO GAP

Pag 74

820 FT

880 M

880 TAB

828 FT

Other different types of product in PFX are on request.

High e�ciency High visibilityEnergy saving Low friction

Low friction
Developed to reduce friction between chain 
and product, and chain and wearstrip.

Food contact Certified
PFX material is suitable
in food application.

Minimal dusting
Developed to avoid dusting under extreme 
circumstances.

Patented material
PFX is an exclusive product of Movex.

High performance
Longer wear life lead to excellent and 
long enduring product handling features.

Control of cost
Better control of total cost & sustainable 
conveyor technology.

Plastic chains available:

PFX The best choice for
dry running applications.

PFX is the plastic material specifically developed for chains and belts in order 
to run with limited lubrication or in dry applications where the demands are 
extreme concerning speed, performance & e�ciency.
Realizing the many advantages and the versatility of our plastic compound, 
a growing number of companies are implementing PFX into their production 
lines with excellent results. Contact us, and request a free quotation!

APPROVAL
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Catene in plastica / Plastic chains / Kunsto�kette

Ø6.35

A 
(m

m
)

13
.5

4 38.1

42.1

820

Pins: Stainless Steel  |  Backflex radius min.: 50 mm

84-85-94/10880 links

10 feet
3.048 m

pg. 651->661

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11010102 LF 820 K325 82,5 0,89

1625 LF

11010103 LF 820 K330 83,8 0,90

11010104 LF 820 K350 88,9 0,91

11010114 LF 820 K400 101,6 0,95

11010105 LF 820 K450 114,3 1,00

11010106 LF 820 K600 152,4 1,22

11010107 LF 820 K750 190,5 1,43

11010302 MX 820 K325 82,5 0,89

1260 MX

11010303 MX 820 K330 83,8 0,90

11010304 MX 820 K350 88,9 0,91

11010314 MX 820 K400 101,6 0,95

11010305 MX 820 K450 114,3 1,00

11010306 MX 820 K600 152,4 1,22

11010307 MX 820 K750 190,5 1,43

Delivery: Easy Standard

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette820 IMPROVED DESIGN

Continue >>

Movex created an optimized version in which the gap between 
the links is 45% lower and the contact surface has increased 
up to a maximum of 15%: the result is an improved product 
stability. The new design is completely interchangeable and 
connectable with the previous one.

PREVIOUS
VERSION

CURRENT
VERSION

• Improved stability
• Minimized open gap

Advantages:
• Increased sliding surface
• Same backflex radius

820 Series
P R O D U C T  U P D A T E

2.3 4.1 2.3 4.1

CONTACT
SURFACE

+15%

OPEN
GAP

-45%
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Catene in plastica / Plastic chains / Kunsto�kette

84-85-94/10880 links

10 feet
3.048 m

pg. 651->661

820

Ø6.35

A 
(m

m
)

13
.5

4 38.1

42.1

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette820

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm

IMPROVED DESIGN

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11013002 PFX 820 K325 82,5 0,89

1260 PFX

11013003 PFX 820 K330 83,8 0,90

11013004 PFX 820 K350 88,9 0,91

11013014 PFX 820 K400 101,6 0,95

11013005 PFX 820 K450 114,3 1,00

11013006 PFX 820 K600 152,4 1,22

11013007 PFX 820 K750 190,5 1,43

11012502 MPX 820 K325 82,5 0,89

1625 MPX

11012503 MPX 820 K330 83,8 0,90

11012504 MPX 820 K350 88,9 0,91

11012514 MPX 820 K400 101,6 0,95

11012505 MPX 820 K450 114,3 1,00

11012506 MPX 820 K600 152,4 1,22

11012507 MPX 820 K750 190,5 1,43

11011602 DKM 820 K325 82,5 0,89

1625 DKM

11011603 DKM 820 K330 83,8 0,90

11011604 DKM 820 K350 88,9 0,91

11011614 DKM 820 K400 101,6 0,95

11011605 DKM 820 K450 114,3 1,00

11011606 DKM 820 K600 152,4 1,22

11011607 DKM 820 K750 190,5 1,43

11011702 MWX 820 K325 82,5 0,89

1625 MWX

11011703 MWX 820 K330 83,8 0,90

11011704 MWX 820 K350 88,9 0,91

11011714 MWX 820 K400 101,6 0,95

11011705 MWX 820 K450 114,3 1,00

11011706 MWX 820 K600 152,4 1,22

11011707 MWX 820 K750 190,5 1,43

CONTACT SURFACE
+15%

OPEN GAP
-45%
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Catene in plastica / Plastic chains / Kunsto�kette
820 V-820 Plastic pin

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette820 V

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11550102 LF 820 V2 K325 82,5 0,89
1625 LF

11550105 LF 820 V2 K450 114,3 1,00

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11630102 LF 820 K325 82,5 0,69
650 LF

11630105 LF 820 K450 114,3 0,80

84-85-94/10880 links

10 feet
3.048 m

pg. 651->661

84-85-94/10880 links

10 feet
3.048 m

pg. 651->661

Ø6.5

A 
(m

m
)

13
.538.1

Ø6.35

38.1

19

42.1

4

Ø6.35

A 
(m

m
)

13
.5

4 38.1

42.1

Pins: Stainless Steel  |  Backflex radius min.: 50 mm

Pins: Reinforced acetal resin  |  Backflex radius min.: 50 mm

IMPROVED DESIGN

IMPROVED DESIGN                                           Catena rettilinea con perno in plastica
Straight running chain with plastic pin / Geradegängige Scharnierbandkette mit plastic bolzen820 Plastic pin

CONTACT SURFACE
+15%

CONTACT SURFACE
+15%

OPEN GAP
-45%

OPEN GAP
-45%
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Catene in plastica / Plastic chains / Kunsto�kette
828

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette828

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11020102 LF 828 K325 82,5 1,07
2320 LF

11020103 LF 828 K330 83,8 1,13

11020302 MX 828 K325 82,5 1,07
1860 MX

11020303 MX 828 K330 83,8 1,13

11023002 PFX 828 K325 82,5 1,07
1860 PFX

11023003 PFX 828 K330 83,8 1,13

11022502 MPX 828 K325 82,5 1,07
2320 MPX

11022503 MPX 828 K330 83,8 1,13

pg. 88-89/10880 links

10 feet
3.048 m

pg. 651->661

A 
(m

m
)

Ø6.3542.1

1538.14

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm
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Catene in plastica / Plastic chains / Kunsto�kette
831

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11030102 LF 831 K325 82,5 1,00

1625 LF11030105 LF 831 K450 114,3 1,28

11030107 LF 831 K750 190,5 1,80

11030302 MX 831 K325 82,5 1,00

1260 MX11030305 MX 831 K450 114,3 1,28

11030307 MX 831 K750 190,5 1,80

38.1

13
.5

4.
8

A 
(m

m
)

42.1 Ø6.35

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette831

pg. 86-87/10880 links

10 feet
3.048 m

pg. 651->661

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm
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Catene in plastica / Plastic chains / Kunsto�kette

A 
(m

m
)

Ø6.35136.4

14
.338.1

4.
8

821

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11040107 LF 821 K750 190,5 2,55

2770 LF11040108 LF 821 K1000 254,0 3,05

11040109 LF 821 K1200 304,8 3,35

11040307 MX 821 K750 190,5 2,55

2200 MX11040308 MX 821 K1000 254,0 3,05

11040309 MX 821 K1200 304,8 3,35

11042507 MPX 821 K750 190,5 2,55

2770 MPX11042508 MPX 821 K1000 254,0 3,05

11042509 MPX 821 K1200 304,8 3,35

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette821

pg. 82/10980 links

10 feet
3.048 m

pg. 651->661

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm
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Catene in plastica / Plastic chains / Kunsto�kette
821 GT

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette821 GT

Article-Nr. Ref. A (Plate Width)
mm

B (Rubber Width)
mm

Weight
kg/m

Max working load
N Material

11050107 LF 821 GT K750 190,5 134,0 2,55

2770 LF11050108 LF 821 GT K1000 254,0 192,0 3,05

11050109 LF 821 GT K1200 304,8 252,0 3,35

11050307 MX 821 GT K750 190,5 134,0 2,55

2200 MX11050308 MX 821 GT K1000 254,0 192,0 3,05

11050309 MX 821 GT K1200 304,8 252,0 3,35

pg. 82/10940 links

5 feet
1.524 m

pg. 651->661

4.
8 16
.3

3

A 
(m

m
)

B 
(m

m
)

Ø6.35136.4

38.1

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm  |  TPE Rubber: 50 ShA  
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Catene in plastica / Plastic chains / Kunsto�kette
821 LBP

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette821 LBP

Article-Nr. Ref. Plate Width
mm

Weight
kg/m

Max working load
N Material

11060107 LFA 821 LBP K750 190,5 5,70

2770 LFA11060108 LFA 821 LBP K1000 254,0 7,05

11060109 LFA 821 LBP K1200 304,8 8,21

pg. 82/10940 links

5 feet
1.524 m

pg. 651->661

136.4

28
.8

38.1

22
.4

Ø11

Ø6.35

A 
(m

m
)

19
0.

5

25
4

30
4.

8

Ø11

Ø11

Ø11

136.4

28
.8

38.1

22
.4

Ø11

Ø6.35

A 
(m

m
)

19
0.

5

25
4

30
4.

8

Ø11

Ø11

Ø11

136.4

28
.8

38.1

22
.4

Ø11

Ø6.35

A 
(m

m
)

19
0.

5

25
4

30
4.

8

Ø11

Ø11

Ø11

136.4

28
.8

38.1

22
.4

Ø11

Ø6.35

A 
(m

m
)

19
0.

5

25
4

30
4.

8

Ø11

Ø11

Ø11

K1000 K1200K750

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 150 mm
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Catene in plastica / Plastic chains / Kunsto�kette
8257

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette8257

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11070107 LF 8257 K750 190,5 2,55

3830 LF11070108 LF 8257 K1000 254,0 3,05

11070109 LF 8257 K1200 304,8 3,35

11070307 MX 8257 K750 190,5 2,55

3050 MX11070308 MX 8257 K1000 254,0 3,05

11070309 MX 8257 K1200 304,8 3,35

pg. 90-91/11080 links

10 feet
3.048 m

pg. 651->661

A 
(m

m
)

Ø857

38.1 194.
8

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm
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Catene in plastica / Plastic chains / Kunsto�kette

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette8257 GT

8257 GT

Article-Nr. Ref. A (Plate Width)
mm

B (Rubber Width)
mm

Weight
kg/m

Max working load
N Material

11080107 LF 8257 GT K750 190,5 134,0 2,55

3830 LF11080108 LF 8257 GT K1000 254,0 192,0 2,60

11080109 LF 8257 GT K1200 304,8 252,0 2,95

pg. 90-91/110 pg. 651->661

57

A 
(m

m
)

Ø8

38.1 194.
8 3

B 
(m

m
)

40 links

5 feet
1.524 m

Pins: Stainless Steel  |  Backflex radius min.: 50 mm  |  TPE Rubber: 50 ShA  Delivery: Easy Standard
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Catene in plastica / Plastic chains / Kunsto�kette

Catena rettilinea
Straight running chain / Geradegängige Scharnierbandkette8257 LBP

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11090107 LFA 8257 LBP K750 190,5 5,65

3830 LFA11090108 LFA 8257 LBP K1000 254,0 7,16

11090109 LFA 8257 LBP K1200 304,8 8,05

8257 LBP

pg. 90-91/11040 links

5 feet
1.524 m

pg. 651->661

K1000 K1200K750

19
0.

5

38.1

23
.7

Ø8

33
.2

57

25
4.

0

30
4.

8

Ø10.8

Ø10.8

Ø10.8

19
0.

5

38.1

23
.7

Ø8
33

.2
57

25
4.

0

30
4.

8

Ø10.8

Ø10.8

Ø10.8

19
0.

5

38.1

23
.7

Ø8
33

.2
57

25
4.

0

30
4.

8

Ø10.8

Ø10.8

Ø10.8

19
0.

5

38.1

23
.7

Ø8
33

.2
57

25
4.

0

30
4.

8

Ø10.8

Ø10.8

Ø10.8

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 200 mm
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Catene in plastica / Plastic chains / Kunsto�kette

Article-Nr. Ref. A (Plate Width)
mm

Weight
kg/m

Max working load
N Material

11190102 LF 878 TAB K325 82,5 1,06
2200 LF

11190105 LF 878 TAB K450 114,3 1,18

11190302 MX 878 TAB K325 82,5 1,06
1750 MX

11190305 MX 878 TAB K450 114,3 1,18

11191602 DKM 878 TAB K325 82,5 1,06
2200 DKM

11191605 DKM 878 TAB K450 114,3 1,18

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette878 TAB

878 TAB

Rmin.190

42.1
61.8

20
.8 38.1

A 
(m

m
)

Ø7

8.
3

4.
8

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm

pg. 88-89 pg. 164/17580 links

10 feet
3.048 m

pg. 651->661pg. 103-104TAB SYSTEM
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Catene in plastica / Plastic chains / Kunsto�kette
879 M

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette879 M

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Max working load
N Material

11240102 LF 879 M K325 82,5 457 1,05
2200 LF

11240105 LF 879 M K450 114,3 457 1,15

11240302 MX 879 M K325 82,5 457 1,05
1750 MX

11240305 MX 879 M K450 114,3 457 1,15

pg. 88-89/108 pg. 115->12880 links

10 feet
3.048 m

pg. 651->661

4.
8

A 
(m

m
)

42.1

7.
6

15
.2

Ø7

Rmin.457

38.1

Delivery: Easy Standard Pins: Ferritic Stainless Steel  |  Backflex radius min.: 50 mm

MAGNETIC SYSTEM
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Catene in plastica / Plastic chains / Kunsto�kette
879 TAB

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette879 TAB

Article-Nr. Ref. A (Plate Width)
mm

R
mm

Weight
kg/m

Max working load
N Material

11250102 LF 879 TAB K325 82,5 457 1,01
2200 LF

11250105 LF 879 TAB K450 114,3 610 1,13

11250302 MX 879 TAB K325 82,5 457 1,01
1750 MX

11250305 MX 879 TAB K450 114,3 610 1,13

11252502 MPX 879 TAB K325 82,5 457 1,01
2200 MPX

11252505 MPX 879 TAB K450 114,3 610 1,13

11251702 MWX 879 TAB K325 82,5 457 1,01
2200 MWX

11251705 MWX 879 TAB K450 114,3 610 1,13

pg. 88-89/108 pg. 163-17580 links

10 feet
3.048 m

pg. 651->661

20 4.
8

43
61.7

7.
6

A 
(m

m
)

38.1

Ø7

Rmin.

Delivery: Easy Standard Pins: Stainless Steel  |  Backflex radius min.: 50 mm

TAB SYSTEM
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Catene in plastica / Plastic chains / Kunsto�kette

Article-Nr. Ref. Plate Width
mm

R
mm

Weight
kg/m

Max working load
N Material

11700119 LF 888 TAB W80 80,0 200 1,05

2200 LF11700120 LF 888 TAB W140 140,0 500 1,32

11700121 LF 888 TAB W200 200,0 500 1,62

888 TAB

Catena curvilinea
Sideflexing chain / Kurvengängige Scharnierbandkette888 TAB

20
.8

4.
8

4.
8

4.
8

43
61.6

43
61.6

43
61.6

43
61.6

80
14

0
20

0

8051
.5

14
0

11
1.

5

Ø7

8.
338.1

Ø7

8.
338.1

Ø7

8.
338.1

3
20

.8

3
20

.8
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8

4.
8

4.
8

Ø7

8.
338.1

Ø7

8.
338.1

Ø7

8.
338.1
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61.6

43
61.6

20
0

17
0

3
20

.8
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.8
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.8
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8
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Pins: Stainless Steel  |  Backflex radius min.: 150 mm

pg. 88-89 pg. 165-17580 links

10 feet
3.048 m

pg. 651->661pg. 103-104TAB SYSTEM
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Disco di ritorno / Turning disk / Umlenkscheibe

       Materiale / Material / Materialien:
Polietilene UHMW-PE
Polyethylene UHMW-PE
Polyäthylen UHMW-PE

Turning disks

TYPES AVAILABLE

POSSIBLE APPLICATIONS

Turning disks

Turning disks RANGE EXTENSION

Bearing

PVC-Spacer

Bearing

Seeger

Oil seal

Oil seal

Polyethylene
Turning disk

32
.5

h1
9

11
.8

H
32

.5

27
.5

h1
7.

5
H

27
.5

MACHINED DISK
OPTION A

MACHINED DISK
OPTION B

MACHINED DISK
OPTION C

MACHINED DISK
OPTION D

MOLDED DISK
OPTION A

CLOSED VERSION

DRIVE DISK IDLER DISK TURNING DISK

OPEN VERSION CLOSED VERSION
+ OPEN VERSION

OPEN VERSION
+ OPEN VERSION

OPEN VERSION
+ OPEN VERSION

The use of drive disks, idler disks and turnings disks 
enables the design of the conveyor to be realized with 
many curves, greatly reducing the PV and
guaranteeing exceeding performances
compared to traditional system.
Thanks to our machined versions,
superior tolerances and planarity
are provided; it will then become
easier to realize longer conveyors
either at the same level or staggered,
inclined or declined.

For a correct installation of the shaft and the position of the circlips, please contact your sales representative.

DRIVE DISK

TURNING DISK

h1: min 25mmh1: min 25mm
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520 M
MA7 Series

Pag 155

MA6 Series
Pag 156

MA4 Series
Pag 157

MA8 Series
Pag 158

MA5D Series
Pag 161

MA42 Series
Pag 159

MA43 Series
Pag 160

882 LBP

MP971/MP981 Series

Pag 140K1200

MP91 Series
Pag 139K1000

MP931/MP941 Series

Pag 138K1000

MP861 Series
Pag 137K750

882-8857
M81 Series

Pag 131

M85 Series
Pag 132

M86 Series
Pag 133

M80 Series
Pag 134

882 M

M97/M98  Series
Pag 136K1200

M93/M94 Series
Pag 135K1000

K750

K750

K750

K750

260 M

261 M

MB7 Series
Pag 141

MB6 Series
Pag 142

MB4 Series
Pag 143

MB8 Series
Pag 144

MB27 Series
Pag 147

MC6 Series
Pag 149

MCD5 Series
Pag 152

MB5D Series
Pag 145

MC4 Series
Pag 150

MB22 Series
Pag 146

MC7 Series
Pag 148

550 PRO M
Series

Pag 162

MC8 Series
Pag 151

MC27 Series
Pag 154

K450

MC22 Series
Pag 153K450

K450

K450

879-880-881
M6 Series

Pag 116

Series
Pag 115

M7 Series
Pag 117

M10 Series
Pag 118

M4 Series
Pag 119

M8 Series
Pag 122

M43 Series
Pag 125

M27 Series
Pag 128

M1 Series
Pag 120

M42 Series
Pag 123

M21A Series
Pag 126

M61 Series
Pag 129

M5 A/C/D Series
Pag 121

M9 Series
Pag 124

M22A Series
Pag 127

M62/66/65 Series

Pag 130

K450

K450

K750

K450

K750

RS Pro

Material 
Info:

pg. 111
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NoseBars / NoseBars / NoseBars

Movex modular belts
Belt
Pitch
(mm)

Nosebar 
Ø

(mm)

STANDARD WITH BEARINGS WITH ROLLERS

8 6 Pag 273 NOT
APPLICABLE

NOT
APPLICABLE

12,7 19 Pag 273 Pag 277 Pag 280

12,7 19 Pag 274 Pag 277 Pag 280

12,7 19 Pag 274 Pag 278 Pag 281

15 19 Pag 273 Pag 277 Pag 280

15 19 Pag 275 Pag 278 Pag 281

15 19 Pag 275 Pag 279 NOT
APPLICABLE

15 19 Pag 276 Pag 279 NOT
APPLICABLE

NoseBars

NoseBar selection and Transfer lengths

530 LBP

530 GT530 FTT530 FT

525 HD FT 525 HD FG525 FTT 525 HD GT

522 HD FT 522 HD OTB

521 FT

510 FT

520 GT

520 FT

520 LBP

520 HD FT

520 PRO LBP

520 FTT

520 M

520 FG

530 PRO LBP

Standard and with bearings NoseBars are also available with a diameter of 22mm, contact your sales representative for more info.

LT (mm)

H

Type A Type B

Modular belt - Type B

510 
FT

520 
HD 
FT

520 
FG

521 
FT

522 
HD
FT

525  
HD
FT

525 
HD 
FG

530 
FT

520 
GT

525 
HD 
GT

530
 LBP

530 
PRO 
LBP

520 
PRO 
LBP

520 
LBP

M
od

ul
ar

 b
el

t -
 T

yp
e 

A

510 FT - H 6mm 22 31 31 31 31 31 31 31 33 33 33,5 33,5 38,5 41,5

520 HD FT - H 8,7mm 31 40 40 40 40 40 40 40 42 42 43 43 48 51

520 FG - H 8,7mm 31 40 40 40 40 40 40 40 42 42 43 43 48 51

521 FT - H 8,7mm 31 40 40 40 40 40 40 40 42 42 43 43 48 51

522 HD FT - H 8,7mm 31 40 40 40 40 40 40 40 42 42 43 43 48 51

525 HD FT - H 8,7mm 31 40 40 40 40 40 40 40 42 42 43 43 48 51

525 HD FG - H 8,7mm 31 40 40 40 40 40 40 40 42 42 43 43 48 51

530 FT - H 8,7mm 31 40 40 40 40 40 40 40 42 42 43 43 48 51

520 GT - H 10,7mm 33 42 42 42 42 42 42 42 44 44 45 45 50 53

525 HD GT - H 10,7mm 33 42 42 42 42 42 42 42 44 44 45 45 50 53

530 LBP - H 12,2mm 33,5 43 43 43 43 43 43 43 45 45 45 45 50 53

530 PRO LBP - H 12,2mm 33,5 43 43 43 43 43 43 43 45 45 45 45 50 53

520 PRO LBP - H 18mm 38,5 48 48 48 48 48 48 48 50 50 50 50 55 58

520 LBP - H 20,7mm 41,5 51 51 51 51 51 51 51 53 53 53 53 58 61
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Pag 288/289

Pag 298/300 Pag 301 -> 304

Pag 290/291Pag 286/287

Pag 292/293

Pag 296/297

TWO TRACKS
VERSION

Pag 294

STANDARD, &

Accessories - Floor support

Pag 295

STANDARD, &

Accessories - Gearmotors

MULTIDIRECTIONAL CONVEYOR

Pag 305

Accessories - Floor support
and Gearmotoros

FOR ALL VERSIONS AVAILABLE
QUOTE MODULES

Pag 307 -> 310

FOR ALL MODULAR SOLUTIONS

Pag 306

Accessories - Photocells 
and guides

FOR ALL VERSIONS AVAILABLE

 All pictures shown are for illustration purpose only.
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Special shape

Z-Profile

L-Profile See product page for specific details and materials available.

See product page for specific details and materials available.

107

Pag 353

108

Pag 353

105
A: 20/25/30/40/50/60/70/100
B: 3,5

Pag 354

1058

Pag 351

174

Pag 351

See product page for specific details and materials available.

101

Pag 351

102

Pag 352

102

Pag 352

176

Pag 352

1074

Pag 353
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Pag 354
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Pag 350
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Pag 350
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Pag 350
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Material 
Info:

pg. 336->340
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